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Sec. 135.   Lighting equipment. 

  (a) When lighted lamps are required.  Every vehicle upon the ways of the Reservation open to 

the public at any time one-half hour after sunset to one-half hour before sunrise and at any time 

when due to insufficient light or unfavorable atmospheric conditions persons and vehicles on the 

ways of the Reservation open to the public are not clearly discernible at a distance of 500 feet 

ahead shall display light lamps. 

  (b) Use of multiple-beam road-lighting equipment.  Whenever a vehicle is being operated on a 

roadway or shoulder adjacent to a roadway during the times specified in Subsection (a), the 

driver shall use a distribution of light, or composite beam, capable of revealing persons and 

vehicles at a safe distance in advance of the vehicle, subject to the following requirements and 

limitations: 

(1) Whenever the driver of a vehicle approaches an oncoming vehicle within 1,000 feet, 

the drive shall use a distribution of light or composite beam that does not project into the eyes of 

the oncoming driver. 

(2) Whenever the driver of a vehicle follows another vehicle within 500 feet to the rear, 

the driver shall use a distribution of light or composite beam that does not project into the vehicle 

being approached. 

  (c) Special restrictions on lamps.   

(1) A lighted or illuminating device upon a vehicle other than headlamps, spot lamps, 

auxiliary lamps, or flashing turn signals, emergency vehicle warning lamps, and school bus 

warning lamps that projects a beam of light of an intensity greater than 300 candlepower must be 

so directed that the high intensity portion of the beam may not strike the level of the roadway on 

which the vehicle stands at a distance of more than 75 feet from the vehicle. 

(2) A person may not drive or move a vehicle or equipment upon a highway with a lamp 

or device displaying a red or blue light visible from in front of the center of the vehicle.  This 

section does not apply to a vehicle upon which a red or blue light visible from the front is 

expressly authorized. 

(3) Flashing, blinking, sequential, rotating, or pulsating lights are prohibited except on 

vehicles that are authorized to contain the lights or on a vehicle as a means for indicating a right 

or left turn or the presence of a vehicular traffic hazard requiring unusual care in approaching, 

overtaking, or passing. 

(4) License plate decorative lighting that is not original manufacturer’s equipment or 

undercarriage decorative lighting that rotates, flashes, or oscillates or that displays a color 

authorized for use by police vehicles and authorized emergency vehicles may not be illuminated 

on a vehicle that is operated upon a highway or street. 

(AS PER RESOLUTION NO. 28-1721-2017-03; DATED 3/27/2017)  


